Project Locator Map and Site Directions

Directions to the project site from the U.S. Army Corps of Engineers Utah Regulatory Office in
Bountiful, Utah are as follows:

1. Start out going west on W 2600 S toward S 625 W.

2. Merge onto I-15 N toward Ogden and travel for 41.9 miles.

3. Take the UT-315 exit- EXIT 357- toward WILLARD / PERRY.

4. Turn RIGHT onto W 750 N / WILLARD BAY RD / UT-315.

5. Turn LEFT onto N MAIN ST / US-89. Continue to follow US-89 (approx. 2.6 miles).
6. Turn LEFT onto W 2700 S / WHITE ST.

7. Turn RIGHT onto S 1200 W / PERRY ST (portions unpaved) for approx. 1.1 miles.

8. End at intersection of S 1200 W and W 1850 S, Perry, Utah (southern project limit).
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Table 3 summarizes the area of wetland impact within the 66 foot ROW that contains
the existing USACOE violation associated with the water main installation, as well as
for the two roadway improvement proposals; all of which are considered independent
of one another.

Table 3 - Summary of Wetland Impacts within the 66 foot ROW Area

Area of Interest Total Area [EEPETEENT BFTE 12
—_— of Wetland Impacts
66 foot ROW within the Defined 155,100 sq ft N/A
Project Study Area or 3.56 Ac
. . . . 56,400 sq ft
Historic UIC Railroad Footprint or 1.29 Ac

Current Unpaved Roadway Footprint 96.900 sq ft 40,500 sq ft
Post-Water Main Installation 0|: 2 99 1(: or 0.93 Ac
(Subject of USACOE violation) ) (Unauthorized acreage)
. 98,550 sq ft 42,150 sq ft
Roadway Proposal A Footprint or 2.26 Ac or 0.97 Ac

179,100 sq ft 122,700 sq ft
or4.11 Ac or 2.82 Ac

Roadway Proposal B Footprint

Footnote: Based on a review of aerial photos, the typical footprint width of the historic
railroad ballast (toe-to-toe) is estimated at 24 feet.
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